
WATER-BASED FINISHES OIL-BASED FINISHES

High Performance Flat Out Flat Exterior 450 Clear Enduro-Var II Wood Turner’s Finish Pro Image Arm-R-Seal Gel Topcoat Hard Wax Oil (with Hardener) Wood Bowl Finish Seal-A-Cell

VOC VOC VOC VOC VOC VOC VOC VOC VOC VOC VOC

VOLUME SOLIDS VOLUME SOLIDS VOLUME SOLIDS VOLUME SOLIDS VOLUME SOLIDS VOLUME SOLIDS VOLUME SOLIDS VOLUME SOLIDS VOLUME SOLIDS VOLUME SOLIDS VOLUME SOLIDS

WEIGHT SOLIDS WEIGHT SOLIDS WEIGHT SOLIDS WEIGHT SOLIDS WEIGHT SOLIDS WEIGHT SOLIDS WEIGHT SOLIDS WEIGHT SOLIDS WEIGHT SOLIDS WEIGHT SOLIDS WEIGHT SOLIDS

VISCOSITY VISCOSITY VISCOSITY VISCOSITY VISCOSITY VISCOSITY VISCOSITY VISCOSITY VISCOSITY VISCOSITY VISCOSITY

DURABILITY DURABILITY DURABILITY DURABILITY DURABILITY DURABILITY DURABILITY DURABILITY DURABILITY DURABILITY DURABILITY

DRY TIME - CURE DRY TIME - CURE DRY TIME - CURE DRY TIME - CURE DRY TIME - CURE DRY TIME - CURE DRY TIME - CURE DRY TIME - CURE DRY TIME - CURE DRY TIME - CURE DRY TIME - CURE

DRY TIME - RECOAT DRY TIME - RECOAT DRY TIME - RECOAT DRY TIME - RECOAT DRY TIME - RECOAT DRY TIME - RECOAT DRY TIME - RECOAT DRY TIME - RECOAT DRY TIME - RECOAT DRY TIME - RECOAT DRY TIME - RECOAT

DRY TIME - TOUCH DRY TIME - TOUCH DRY TIME - TOUCH DRY TIME - TOUCH DRY TIME - TOUCH DRY TIME - TOUCH DRY TIME - TOUCH DRY TIME - TOUCH DRY TIME - TOUCH DRY TIME - TOUCH DRY TIME - TOUCH

TIP SIZE TIP SIZE TIP SIZE TIP SIZE TIP SIZE TIP SIZE TIP SIZE TIP SIZE TIP SIZE TIP SIZE TIP SIZE

OVER EXISTING SURFACES OVER EXISTING SURFACES OVER EXISTING SURFACES OVER EXISTING SURFACES OVER EXISTING SURFACES OVER EXISTING SURFACES OVER EXISTING SURFACES OVER EXISTING SURFACES OVER EXISTING SURFACES OVER EXISTING SURFACES OVER EXISTING SURFACES

APPLICATION APPLICATION APPLICATION APPLICATION APPLICATION APPLICATION APPLICATION APPLICATION APPLICATION APPLICATION APPLICATION

COATS COATS COATS COATS COATS COATS COATS COATS COATS COATS COATS

COVERAGE COVERAGE COVERAGE COVERAGE COVERAGE COVERAGE COVERAGE COVERAGE COVERAGE COVERAGE COVERAGE

TYPE TYPE TYPE TYPE TYPE TYPE TYPE TYPE TYPE TYPE TYPE

AMBERING AMBERING AMBERING AMBERING AMBERING AMBERING AMBERING AMBERING AMBERING AMBERING AMBERING

CAN SIZES CAN SIZES CAN SIZES CAN SIZES CAN SIZES CAN SIZES CAN SIZES CAN SIZES CAN SIZES CAN SIZES CAN SIZES

INTERIOR OR EXTERIOR INTERIOR OR EXTERIOR INTERIOR OR EXTERIOR INTERIOR OR EXTERIOR INTERIOR OR EXTERIOR INTERIOR OR EXTERIOR INTERIOR OR EXTERIOR INTERIOR OR EXTERIOR INTERIOR OR EXTERIOR INTERIOR OR EXTERIOR INTERIOR OR EXTERIOR

SHEEN SHEEN SHEEN SHEEN SHEEN SHEEN SHEEN SHEEN SHEEN SHEEN SHEEN

SUGGESTED USE SUGGESTED USE SUGGESTED USE SUGGESTED USE SUGGESTED USE SUGGESTED USE SUGGESTED USE SUGGESTED USE SUGGESTED USE SUGGESTED USE SUGGESTED USE

STACK TIMES
70°F, 50% RH

STACK TIMES
70°F, 50% RH

STACK TIMES
70°F, 50% RH

STACK TIMES
70°F, 50% RH

STACK TIMES
70°F, 50% RH

STACK TIMES
70°F, 50% RH

STACK TIMES
70°F, 50% RH

STACK TIMES
70°F, 50% RH

STACK TIMES
70°F, 50% RH

STACK TIMES
70°F, 50% RH

STACK TIMES
70°F, 50% RH

<250 g/L <211 g/L <560 g/L <250 g/L <235 g/L <224 g/L <570 g/L <566 g/L <50 g/L <250 g/L <90 g/L

25% 24% 32% 25%-35% 16% 29% 30% 27% 95% 26% 27%

25% 24% 31% 28%-33% 20% 32% 32% 34% 94% 32% 33%

Medium Medium Medium Medium Thin Thin Thin Thick Medium Thin Thin

High Low High High Medium Highest Highest Highest Low High High

21 Days 21 Days 21 Days 21 Days 21 Days 10 Days 30 Days 30 Days N/A 30 Days 30 Days

2+ Hr. 2+ Hr. 2+ Hr. 1+ Hr.
30+ Min.,

10 Min. on Lathe
3+ Hr. Raw Wood: 12-24+ Hr.,

Existing Finish: 72+ Hr.
24+ Hr. 24+ Hr. 24+ Hr.

30+ Min. 30+ Min. 30+ Min. 30+ Min.
10-30 Min.,

10 Min. on Lathe
2-4 Hr. 12+ Hr. 8+ Hr. N/A 12+ Hr. 12+ Hr.

HVLP 1.1mm-1.3mm HVLP 1.1mm-1.3mm HVLP 1.1mm-1.3mm HVLP 1.1mm-1.3mm HVLP 1.3mm-1.5mm N/A HVLP 1.0mm-1.2mm N/A N/A HVLP 1.0mm-1.2mm N/A

Yes Yes Yes Yes Yes Yes Yes Yes No Yes Yes

Brush, Roll, Spray Brush, Roll, Spray Brush, Roll, Spray Brush, Roll, Spray Wipe, Brush Roll, T-Bar, Pad Wipe, Brush, Roll, Pad, Spray Wipe, Brush Wipe, Trowel Brush, Roll, Spray Brush

2-3 Coats 2-3 Coats 2-3 Coats 2-3 Coats 3 Coats 2 Coats 2-3 Coats 2-3 Coats 1+ Coats 3 Coats 1-2 Coats

500-600 Sq.Ft./Gal. 500-600 Sq.Ft./Gal. 560-640 Sq.Ft./Gal. 450 Sq.Ft./Gal. 38 Sq.Ft./Gal. 500-600 Sq.Ft./Gal. 400-500 Sq.Ft./Gal. 400-600 Sq.Ft./Gal. 75-125 Sq.Ft./Gal. 100-120 Sq.Ft./Gal. 400-500 Sq.Ft./Gal.

Urethane/Acrylic Blend Acrylic Urethane/Acrylic Urethane/Acrylic Oil-Modified Urethane Urethane Urethane Oil & Urethane Oil & Wax Blend Oil & Urethane Oil, Urethane & Wax Blend

No No No Yes Yes No Yes Yes Yes Yes Yes

Pints, Quarts, Gallons, 
5-Gallon Pails*

Quarts, Gallons,
5-Gallon Pails*

Pints, Quarts, Gallons 8 oz Bottle Gallons Pints, Quarts, Gallons
Half-Pints, Pints,
Quarts, Gallons

Half-Pints, Pints Pints, Quarts Pints, Quarts, Gallons

Interior Only Interior Only Exterior Only - No Decks Interior Only Interior Only Interior Only Interior Only Interior Only Interior Only Interior Only Interior Only

All-Purpose Interior Clear “Dead Flat” Interior Clear 
that Mimics Wax

Exterior Clear Water-Based, Ambering Water-Based, Ambering Water-Based Flooring Interior Wiping Varnish No-Drip Wiping Varnish Easy to Use
Oil & Wax Finish

Interior Wiping Varnish Low-Build Penetrating
Wood Sealer

Dead Flat (<5) Flat (≤10),
Satin (25-35), Semi-Gloss 

(50-60), Gloss (80+)
Very Flat (5)

Flat (≤10), Satin (25-35), 
Semi-Gloss (50-60),

Gloss (80+)

Dead Flat (<5), Flat (≤10), 
Satin (25-35), Semi-Gloss 

(50-60), Gloss (80+)
Gloss (80+)

Satin (25-35),
Semi-Gloss (50-60)

Satin (25-35),
Semi-Gloss (50-60),

Gloss (80+)
Satin (25-35) Low Luster Similar to Wax Gloss (80+) N/A

Furniture, Millwork,
Cabinets

Low-Use Furniture,
Millwork

Exterior Furniture, Cabinet, 
Millwork

Furniture, Cabinets, 
Millwork

Decorative Wood Turnings Hardwood Floors
Furniture, Cabinets,

Millwork

Vertical Surfaces,
Contoured Furniture,

Cabinets, Millwork

Furniture, Millwork,
Woodworking Projects

Decorative Wood Turnings
Figured,

Decorative Finishes

12+ Hours Dependent
on Conditions

12+ Hours Dependent
on Conditions

12+ Hours Dependent
on Conditions

12+ Hours Dependent
on Conditions

12+ Hours Dependent
on Conditions

N/A N/A N/A N/A N/A N/A

Raw Wood: 12-24+ Hr.,
Existing Finish: 72+ Hr.

Quarts, Gallons,
5-Gallon Pails*

*55 gallon drums are available upon request.2024-01

General Finishes Retail Topcoat Product Comparison Scan QR code to 
compare GF products.

GENERAL FINISHES • 2462 Corporate Circle, East Troy, Wisconsin • General Finishes.com
Tomorrow’s Wood Finishes Today
Made in the U.S.A.


